
TECHN. FICHE 4AD Music Club 	  250 PERS

ROOM : 	 8m D/11m5 W/4m H + BALCON :3m D/8m W/2m5 H

STAGE: 	 4m D/8m W/0.75m H

FOH	 D&B Audio :

	 FOH top:

	 2 x Vi10P  (2x10”+ 8”+ 1.4”) 500w rms 136 dB   110° x  40°  dispersion angle

	 FOH sub:

	 4 x Vi-GSUB  cardioid subwoofer (18” + 12”) 800W 133Db/1w 15-80Hz

	 FOH delay speakers for balcony :

	 2x Yi7P (2x 8” + 1,4”)  400W rms 75° x  40°  dispersion angle

	 2x D&B 40D 4x 2000W sin.

	 -----------------------------------------

	 TOT. : 2 x 2500W  (2X 110°) 136 db AT FOH

MIXING CONSOLE : 	 Midas HD96-24-CC-IP

	 - up to 144 Input Channels,123 Mix Buses,

	 - 96 kHz Sample Rate and 21” Touch Screen

	 -  2x Midas DL 231 Stage Block 48 in,  48 out

	 - ( 1x Midas DL 251 stage block 48 in 16 out )

STAGE:	 MONITORS :

	  - 8x D&B audio M4  2-way stage monitor with an integrated 15” LF and 1.3” 	

	 exit horn loaded HF coaxial driver with a dispersion of 50° x 70° (h x v), 

	 	 MONITOR CONSOLE: 

		  -Midas M32  + Midas DL251 Stage Block 

	 AMPS:

	 -2 X D&B audio  D40 maximum output power 4 x 2400/2000 W into 4/8 Ω

CONTACT:	 Christopher Lonneville : christopher@4ad.be  0486 28 08 25 

	 Jan Tamsin  : jan@4ad.be  0478 64 33 94



Microphones:
brand type discription amount

Shure sm58 dynamic microphone 10
Shure sm57 dynamic microphone 8
Shure SM Beta 57 dynamic microphone 3
Shure SM Beta 58 dynamic microphone 2
Shure SM Beta 52 A dynamic microphone 1
Shure SM Beta 91 A condenser microphone 1
Shure qxld b58 Wireless hyper cardioide microphone 2

AKG CK 77 WL omnidirectional lavalier microphone 2
AKG 3000 B large-diaphragm microphone 2
AKG D112 Large-diaphragm dynamic microphone 1
AKG C 419 PP condenser clip-on microphone 2
AKG C 451 B Small-diaphragm condenser microphone 2 (matched)

Neumann KM 184 Small-diaphragm condenser microphone 2 (matched)

Oktava mk-012 Small-diaphragm condenser microphone 
[Cardioid] [hyper-cardioid] [omnidirectional]

2 (matched)

Sennheiser e 604 cardioid microphone 6
Sennheiser e 609 Super-cardioid instrument microphone 3
Sennheiser e 906 Super-cardioid instrument microphone 2
Sennheiser e 602 cardioid microphone 1
Sennheiser MD 421 II Cardioid studio microphone 2

Beyerdynamic M-201 Super-cardioid microphone 1
Beyerdynamic M-88 cadiode microphone 1

Electro-Voice Re 320 cardioid microphone 1
Electro-Voice Re 20 cardioid microphone 1

AUDIX D2 Dynamic Hypercardioid microphone 1

DI’s
brand type discription amount

BSS AR-133 active DI 4
Klark Teknik DN100 Active DI 2
Klark Teknik DN200 Active Stereo DI 2
Stageline DIB100 Passive DI 4
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Amplifier Rack
FOH & Monitors

D&B Audio 40D | 4x 2000W sin (FOH)

D&B Audio 40D | 4x 2000W sin (FOH)

D&B Audio D40 | 4x 2000W (Mon)

D&B Audio D40 | 4x 2000W (Mon)

 

Stage Boxes: 
2x Midas DL231 Stage box / splitter 24 in 24 out

1x Midas DL251 Stage box  48 in 16 out



Amplifier Rack
FOH & Monitors

D&B Audio 40D | 4x 2000W sin (FOH)

D&B Audio 40D | 4x 2000W sin (FOH)

D&B Audio D40 | 4x 2000W (Mon)

D&B Audio D40 | 4x 2000W (Mon)

 

FRONT MIXING CONSOLE: 	 Midas HD96-24-CC-IP 144 inputs  124 mix busses

MONITOR CONSOLE: 	 Midas M32




